
N
o
m

in
a

l 
V

o
lt

a
g

e

Ai
r F

lo
w

Ai
r F

lo
w

F
re

q
u

e
n

c
y

No
is

e

Si
nt

ec
-S

le
ev

e 
Be

ar
in

gs
Ba

ll 
Be

ar
in

gs

Po
w

er
 In

pu
t

No
m

in
al

 S
pe

ed

Te
m

pe
ra

tu
re

 R
an

ge

Se
rv

ic
e 

Li
fe

 L
10

at
 4

0 
°C

Nominal Data at
 T

m
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Type m3/h CFM V Hz dB(A) Bel / Watt min-1 °C Hours Hours

5988 150 88.3 230 50 37 4.9 / 13.0 2 250 -30...+55 35 000 / 20 000 1

5950 180 105.9 230 50 43 5.4 / 18.0 2 700 -20...+50 40 000 / 32 500 3

5958 180 105.9 230 50 44 5.5 / 18.0 2 750 -30...+60 40 000 / 25 000 3

5938 162 95.3 115 60 40 4.9 / 12.0 2 500 -30...+55 35 000 / 20 000 2

5900 206 121.2 115 60 46 5.7 / 17.0 3 050 -20...+55 42 500 / 30 000 4

5908 206 121.2 115 60 47 5.8 / 17.0 3 100 -30...+75 42 500 / 20 000 4
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– AC fans with internal rotor shaded-pole motor. Impedance protected against overloading.
– Metal fan housing and impeller of fibreglass reinforced plastic PA.
– Air exhaust over struts. Rotational direction CCW looking at rotor.
– Electrical connection via 2 flat pins 2.8 x 0.8 mm.
– Fan housing with ground lug and screw M4 x 6.
– Mass: 570 g.

AC Axial Fans
Series 5900    127 x 127 x 38 mm
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