
AC axial fans
Ø 130

- Material: housing made of die-cast aluminium, impeller made of sheet steel 
(directly welded onto rotor and stove-enamelled in black)

- Bearings: maintenance-free ball bearings
- Direction of rotation: counter-clockwise, seen on rotor
- Direction of air flow: "V", blowing over struts
- Connection leads: cable length 330 mm as of wall ring
- Approvals: UL, VDE, CSA
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Guard grille
S. 350

Type

W2S130-AA25 -01

W2S130-AA03 -01

Motor

M2S052-CA

M2S052-CA

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

115 50 325 2800 41 --- --- 49 80 60
115 60 380 3250 38 --- --- 53 120 80
230 50 325 2800 45 --- --- 49 80 50
230 60 380 3250 39 --- --- 53 120 70
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AC axial fans
Ø 130

- Material: housing made of die-cast aluminium, impeller made of sheet steel 
(directly welded onto rotor and stove-enamelled in black)

- Bearings: maintenance-free ball bearings
- Direction of rotation: counter-clockwise, seen on rotor
- Direction of air flow: "A", sucking over struts
- Connection leads: cable length 330 mm as of wall ring
- Approvals: UL, VDE, CSA
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Type

W2S130-BM15 -01

W2S130-BM03 -01

Motor

M2S052-CA

M2S052-CA

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

115 50 380 2700 47 --- --- 60 --- 50
115 60 425 3050 46 --- --- 62 --- 70
230 50 380 2700 47 --- --- 60 --- 50
230 60 425 3050 46 --- --- 62 --- 70
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Guard grille
S. 350
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