DC Axial Fans

Series 400J 40 x40 x 25 mm

— Mass 50 g.
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Type m/h CFM VDC VDC dB(A) Bel o/m
412J 19 1.2 12 8..13.5 39 5.5 [ ]
412 JH 22 129 12 8..13.5 43 5.8
412 JHH 24 141 12 8..13.5 46 6.1
414 19 1.2 24 18...27 39 55
414 JH 22 129 24 18..27 43 5.8
414 JHH 24 141 24 18..27 46 6.1 [ ]
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Power Input

Watt

3.0
33

2.4
3.0
3.6

Nominal Speed

min!
10 300

11700
13 000

10 300
11700
13 000

— DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.

— With electronic protection against reverse polarity, locked rotor and overloading.

— Fan of fibreglass reinforced plastic. PBT housing, PA impeller.

— Air exhaust over struts. Rotational direction CCW looking at rotor.

— Electrical connection via 2 leads AWG 24, TR 64. Stripped and tinned ends.

Temperature Range
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Service Life Lio
at 40 °C

Hours Hours

60 000/ 30 000
60 000/ 30 000
57 500/ 35 000

60 000 / 30 000
60 000/ 30 000
57 500/ 35 000
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RECAMBIOS, S.A.

WWw.servorecambios.com

www.sr-electricmotors.com
Barcelona e Telf. (+34) 93 462 08 19 « Fax. (+34) 93 462 07 88

DC Axial Fans Technology

DC Radial Fans
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AC Axial Fans

AC Radial Fans






