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– DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.

– With electronic protection against reverse polarity, blocking and overloading; 
partially impedance protected.

– Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
– Air exhaust over struts. Rotational direction CCW looking at rotor.
– Electrical connection via leads AWG 22, TR 64. Stripped and tinned ends.
– Mass 230 g.
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DC Axial Fans
Series 4300 N    119 x 119 x 32 mm

0 15 30 45 60 75 90

25 50

20

p
f

40

75 100 125

�

m³/h

P
a

V
•

60

150

80

1

�

�

2

3

4

5

CFM

0
,3

0
,2

0
,1

(i
n

H
O

)
²

No
m

in
al

 V
ol

ta
ge

Ai
r F

lo
w

Ai
r F

lo
w

Vo
lta

ge
 R

an
ge

No
is

e

Si
nt

ec
-S

le
ev

e 
Be

ar
in

gs
Ba

ll 
Be

ar
in

gs

Po
w

er
 In

pu
t

No
m

in
al

 S
pe

ed

Te
m

pe
ra

tu
re

 R
an

ge

Se
rv

ic
e 

Li
fe

 L
10

at
 4

0 
°C

Nominal Data at
 t

m
ax

Cu
rv

e

Sp
ec

ia
ls

Type m3/h CFM V DC V DC dB(A) Bel / Watt min-1 °C Hours Hours P. 83

4312 NGL 93 54.7 12 7...14.5 27 4.1 1.2 1 650 -20...+70 80 000 / 40 000 1

4312 NL 93 54.7 12 7...14.5 27 4.1 1.2 1 650 -20...+70 80 000 / 40 000 1

4312 NGM 137 80.6 12 7...14.5 37 5.1 2.6 2 450 -20...+70 70 000 / 35 000 2

4312 NM 137 80.6 12 7...14.5 37 5.1 2.6 2 450 -20...+70 70 000 / 35 000 2

4312 NGN 166 97.7 12 7...14.5 43 5.6 4.0 3 000 -20...+70 60 000 / 30 000 3

4312 NN 166 97.7 12 7...14.5 43 5.6 4.0 3 000 -20...+70 60 000 / 30 000 3

4312 NH 176 103.6 12 7...14.5 45 5.8 4.5 3 150 -20...+70 60 000 / 30 000 4 /2

4312 NHH 198 116.5 12 7...14.5 49 6.2 6.5 3 600 -20...+60 57 500 / 35 000 5

4314 NGL 93 54.7 24 12...28 27 4.1 1.2 1 650 -20...+70 80 000 / 40 000 1

4314 NL 93 54.7 24 12...28 27 4.1 1.2 1 650 -20...+70 80 000 / 40 000 1

4314 NGM 137 80.6 24 12...28 37 5.1 2.6 2 450 -20...+70 70 000 / 35 000 2

4314 NGN 166 97.7 24 12...28 43 5.6 4.3 3 000 -20...+70 60 000 / 30 000 3

4314 NN 166 97.7 24 12...28 43 5.6 4.3 3 000 -20...+70 60 000 / 30 000 3

4314 NH 176 103.6 24 12...28 45 5.8 4.5 3 150 -20...+70 60 000 / 30 000 4

4314 NHH 198 116.5 24 12...28 49 6.2 6.0 3 600 -20...+70 57 500 / 27 500 5 /2

4318 NGN 166 97.7 48 36...56 43 5.6 4.1 3 000 -20...+70 60 000 / 30 000 3
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Type m3/h CFM V DC V DC dB(A) Bel / Watt min-1 °C Hours Hours P. 83-88

4312 GL 95 55.9 12 6...15 30 4.3 1.2 1 550 -20...+75 80 000 / 35 000 1

4312 L 95 55.9 12 6...15 30 4.3 1.2 1 550 -20...+75 80 000 / 35 000 1 /12; /17

4312 GM 140 82.4 12 6...15 39 5.3 2.6 2 300 -20...+75 70 000 / 30 000 2

4312 M 140 82.4 12 6...15 39 5.3 2.6 2 300 -20...+75 70 000 / 30 000 2 /12

4312 G 170 100.1 12 6...15 45 5.8 5.0 2 800 -20...+75 62 500 / 27 500 3

4312 170 100.1 12 6...15 45 5.8 5.0 2 800 -20...+75 62 500 / 27 500 3 /2; /19

4312-143 180 105.9 12 6...15 47 6.1 5.8 3 000 -20...+75 57 500 / 25 000 4

4312-179 204 120.1 12 6...13.2 51 6.4 8.5 3 400 -20...+75 47 500 / 20 000 5

4314 L 95 55.9 24 12...28 30 4.3 1.2 1 550 -20...+75 80 000 / 35 000 1

4314 M 140 82.4 24 12...28 39 5.3 2.6 2 300 -20...+75 70 000 / 30 000 2

4314 G 170 100.1 24 12...28 45 5.8 5.0 2 800 -20...+75 62 500 / 27 500 3 /2

4314 170 100.1 24 12...28 45 5.8 5.0 2 800 -20...+75 62 500 / 27 500 3 /2;/12;/17

4314-147 180 105.9 24 12...28 47 6.1 5.8 3 000 -20...+75 57 500 / 25 000 4

4314-180 204 120.1 24 12...26.5 51 6.4 9.5 3 400 -20...+75 45 000 / 20 000 5

4318 M 140 82.4 48 36...56 39 5.3 3.5 2 300 -20...+75 70 000 / 30 000 2 /2; /17

4318 G 170 100.1 48 36...53 45 5.8 5.0 2 800 -20...+75 62 500 / 27 500 3 /2

4318 170 100.1 48 36...53 45 5.8 5.0 2 800 -20...+75 62 500 / 27 500 3 /2;/12;/17
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– DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.

– With electronic protection against reverse polarity, blocking and overloading 
by PTC-resistor; partially impedance protected.

– Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
– Air exhaust over struts. Rotational direction CW looking at rotor.
– Optional Vario-Pro: Highly adaptable software configuration of the fan enables 

a tailor-made solution to the specific requirements of your applications.
– Electrical connection via leads AWG 22, TR 64. Stripped and tinned ends.
– Mass 220 g.

DC Axial Fans
Series 4300    119 x 119 x 32 mm
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Rotor protrusion max. 0.4 mm
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Type m3/h CFM V DC V DC dB(A) Bel / Watt min-1 °C Hours Hours P. 87
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– DC fans with electronically commutated external rotor motor.
Fully integrated commutation electronics.

– Speed control by temperature sensor.
– With electronic protection against reverse polarity, blocking and overloading 

by PTC-resistor; partially impedance protected.
– Fan of fibreglass reinforced plastic. PBTP housing, PA impeller.
– Air exhaust over struts. Rotational direction CW looking at rotor.
– Electrical connection via 3 leads AWG 22, TR 64. Stripped and tinned ends.
– Mass 220 g.
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DC Axial Fans
Series 4300 VARIOFAN   119 x 119 x 32 mm

Rotor protrusion max. 0.4 mm
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The temperature sensor for controlling the 
motor speed is not included in delivery.
Temperature sensor LZ 370 see accessories.

4312 MV
68 40.0

12 8...15
22 3.7 1.5 1 150

-20...+65 70 000 / 40 000
1

/17
140 82.4 39 5.3 3.0 2 300 2

4312 V
85 50.0

12 8...13.2
29 4.2 2.4 1 400

-20...+65 65 000 / 35 000
3

/17
170 100.1 45 5.8 5.5 2 800 4

4314 V
85 50.0

24 21...27
29 4.2 3.0 1 400

-20...+65 65 000 / 35 000
3

/17
170 100.1 45 5.8 5.4 2 800 4

4318 V
61 35.9

48 40...53
21 — 2.6 1 000

-20...+65 65 000 / 35 000
5

/17
170 100.1 45 5.8 5.4 2 800 6
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