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Type m/h CFM VDC VDC dB(A)
W1G 208-BA35-52 1050 618.0 24 16...28 74
W1G 208-BA73-52 1050 618.0 48 36...57 74
n Py i LEA
[min'] W] [%] [dBA]
O @ 3740 116 - 75
@@ 350 118 52 74
@ @ 3450 119 53 73
O @ 3530 118 48 75
OO 350 9% - 74
e 330 99 5 72
D ® 3250 100 53 72
O® 3330 99 48 73
DO 260 58 - 70
OO 280 63 52 69
O @ 2780 64 53 68
DO 2840 62 48 70
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EC Diagonal Fans
W1G 208 (232 x 80 mm

— Fan housing of die-cast aluminium GDAIS.

— Impeller of plastic PA 6.6.

— Connection leads with terminal strip (cable exit possible via terminal strip).
— Blowing over struts. Rotational direction CCW looking at rotor.

— Mass 2300 g.
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Bel o/m Watt min! °C Hours Hours P.
— [ ] 96.0 3500 -15..472 51000/40000 1
— [ ] 96.0 3500 -15..+72 51000/40000 1

Connection leads:

red = +

blue = -

yellow = control input PWM/Lin
white = speed output
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Technology

DC Axial Fans

DC Radial Fans
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AC Axial Fans

AC Radial Fans






