AC centrifugal fans
backward curved, @ 133

- Material: impeller completely made of plastic PA 6.6 (polyamide, glass-fibre reinforced),
injection-moulded round sheet-metal plate

ebm-papst - Mulfingen

Current draw
Perm. amb. temp.
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Frequency
Speed/rpm
Power input
Capacitor
Noise level

Nominal data

230 50 290 2800 24 0,11 1,0/400 56 45

R2E 133-BH66 -05 M2EO0S2-BF @ 535 s 345 3300 27 013 10/400 60 60 07
230 50 280 2780 36 025 55 40
R2S 133-AE17 -05 M2S052-CA @ 5o 80 220 3200 3 021 53 60 0,9
subject to alterations
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Characteristics Characteristics
NI N
N N
200 3 < 200 2 ~
e >
160 { 160
< \/U N = \2‘2) \
N AN
120 SN 120
3 \e\ \ 3 \
\
80 80
N N
a0 ° \0\ a0 ° o N
\
N
o5 AN A N\ [\

WWw.servorecambios.com
- www.sr-electricmotors.com

RECAM BIOS, S.A. Barcelona ¢ Telf. (+34) 93 462 08 19 « Fax. (+34) 93 462 07 88




Dimensions

R2E 133-BH66 -05 53,6 15 27,5 09566-2-4013
R2S 133-AE17 -05 58,0 20 28,5 09566-2-4013
Number of blades = 7
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