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AC centrifugal fans
backward curved, Ø 280

– Material: Impeller: Sheet steel, galvanised
Rotor: Coated in black

– Number of blades: 11
– Direction of rotation: Clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "F"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

R2D 280 M2D 074-EI

subject to alterations
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VAC Hz m3/h rpm W A µF/VDB dB(A) °C p. 596 f.

F1a)/F2a)3~ 400 ∆ 50 1790 2730 210 0.37 — 79 -25 to +80
3~ 400 Y 50 1460 2200 160 0.25 — 75 -25 to +70
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– Motor protection: Design with thermal overload protector
– Cable exit: Variable
– Protection class: I
– Product conforming to standards: EN 60335-1, CE
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R2D 280-AF10 -09

kg

4.6

Inlet nozzle
(long)

96360-2-4013

Ø
9
0

±
0
,1 48

85
6

45
0

±20

50

81,6

Ø
1
0
2

Ø
1
9
1

Ø
2
8
1

Ø
2
8
0

Ø
1
8
2
,5

2

5

125±1

117±1

35

31

3
7

90±0,2

M6

Inlet nozzle
p. 550

Terminal box
p. 562

Electr. connections
p. 596 f.

M
as

s 
of

 
ce

nt
rif

ug
al

 fa
n

Depth of screw

max. 10 mm

Brass lead tips

Ge
ne

ra
l 

in
fo

rm
at

io
n

AC
 c

en
tr

ifu
ga

l,
ba

ck
w

ar
d

AC
 c

en
tr

ifu
ga

l,
fo

rw
ar

d
EC

 c
en

tr
ifu

ga
l,

ba
ck

w
ar

d
EC

 c
en

tr
ifu

ga
l,

ba
ck

-
w

ar
d 

fo
r 

cl
ea

n 
ro

om
s

EC
 c

en
tr

ifu
ga

l,
fo

rw
ar

d
EC

-S
YS

TE
M

S
Ac

ce
ss

or
ie

s
Te

ch
no

lo
gy

Co
nt

ac
ts

Barcelona • Telf. (+34) 93 462 08 19 • Fax. (+34) 93 462 07 88

w w w . s e r v o r e c a m b i o s . c o m
w w w . s r - e l e c t r i c m o t o r s . c o m



42

AC centrifugal fans
backward curved, Ø 280

– Material: Impeller: Sheet steel, coated in black
Rotor: Coated in black

– Number of blades: 11
– Direction of rotation: Clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "F", "B"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

BA

Nominal data

Type Motor

R2E 280 M2E 068-EC

R4E 280 M4E 068-DF

subject to alterations
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VAC Hz m3/h rpm W A µF/VDB dB(A) °C p. 596 f.

A1)1~ 230 50 2110 2700 225 1.00 7.0 /400 76 -25 to +40

1~ 230 50 1435 1420 78 0.35 2.5 /450 62 -25 to +40
1~ 230 60 1685 1635 105 0.42 2.5 /450 67 -25 to +40
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– Motor protection: TOP wired internally
– Cable exit: variable, axial
– Protection class: I
– Capacitor: FPU (P2) acc. to IEC 252
– Product conforming to standards: EN 60335-1, CE
– Approvals: CCC, GOST
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Centrifugal fan

R2E 280-AE52 -05

R4E 280-AD08 -05
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AC centrifugal fans
backward curved, 3-D, Ø 310

– Material: Impeller: Sheet aluminium, laser-welded
Rotor: Coated in black

– Number of blades: 6
– Direction of rotation: Clockwise, seen on rotor
– Type of protection: IP 44
– Insulation class: "B"
– Mounting position: Shaft horizontal or rotor on bottom; rotor on top on request
– Condensate discharges: Rotor-side
– Mode of operation: Continuous operation (S1)
– Bearings: Maintenance-free ball bearings

Nominal data

Type Motor

R4D 310 (1) M4D 068-EC

R4D 310 (1) M4D 068-EC

subject to alterations
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VAC Hz m3/h rpm W A µF/VDB dB(A) °C p. 596 f.

C1)/C2)3~ 230/400 50 1710 1430 85 0.52/0.30 — 62 -25 to +75
3~ 230/400 60 1990 1650 115 0.45/0.26 — 66 -25 to +80
3~ 230/400 50 2120 1400 110 0.55/0.32 — 60 -25 to +65
3~ 230/400 60 2450 1600 150 0.52/0.30 — 63 -25 to +55
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