AC axial fans
S series, @ 630

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Die-cast aluminium
Rotor: Encased in aluminium

— Number of blades: 5

— Direction of rotation: Direction of air flow "V" clockwise, direction of air flow "A"

counter-clockwise, seen on rotor

- Type of protection: IP 54 (acc. to EN 60529)

- Insulation class: "F"

— Mounting position: Any

- Condensate discharge holes: On rotor and stator side

— Mode of operation: Continuous operation (S1)

- Bearings: Maintenance-free ball bearings
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Nominal data S = fire & = =5 S = & m

~ 400 A 1330 194  3.40 200 -40to +65
*4D 630 M4D138-HF | -5 3~ 400 Y 50 1040 129 220 — 120 -40to+65 | [10VF2D)

© 3~400A 50 1360 1.62  3.02 200 -40to +65

*4D 630 M4D138-HF © -10° © 5 3 400y 50 1120 112 187 — 130 -40to+65 ~ 1O/F2D)
. (® 3~400A 50 1340 253 495 — 240 -40t0 +60
*4D 630 M4D 138-LA 0° & 3-400Y 50 1045 164 288 — 145 -40to+60 ~ TO/F2D)
subject to alterations (1) Nominal data in operating point o with maximum load
n P, | Lw,
IS fom] KW [A]  [dB(A)]
g 2 ® © [1350 1.66 3.03 79
20 = ® © 71335 478 137 79
® © 13300 194 340 81
2 = © 1095 116 195 73
50 © 1065 122 204 7
© 1040 129 220 75
Ly © © [1390° 129 | 258 | 80
o ° © © | 1380 | 1.4 2.70 80
© © %0l e ez 83
120 ® @ | 1190 | 098 | 1.65 76
B ® © 1160 104" 475 75
® © 11200 442 187 78
80
60
40
20
A
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Motor protection: Design with thermal overload protector
Cable exit: Via terminal box

Protection class: | (acc. to EN 61800-5-1)

Product conforming to standard: CE

Approvals: VDE (acc. to EN 60034)
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AC axial fans

AC axial
S series
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Direction of air flow

[72]
=
(2]
"y A4D 630-ANO1 -01 = W4D630-GNO1 -01 = S4D 630-CNO1 -01 =~ S4D 630-ANO1 -01 — — W4D 630-INO1 -01 -
"A" A4D 630-ANO1 -02 = W4D630-DNO1 -02 — — S4D 630-BNO1 -02 — — 'E
"y A4D 630-A001 -01 = W4D630-GO01 -01 = S4D 630-C001 -01 = S4D 630-A001 -01 — — — g
"A" A4D 630-A001 -02 = W4D630-D001 -02 — — S4D 630-B001 -02 — — L
"y A4D 630-AJ01 -01 = W4D630-GJO1 -01 = S4D 630-CJO1 -01 = S4D 630-AJ01 -01 — — —
"A" A4D 630-AJ01 -02 = W4D630-DJO1 -02 — — S4D 630-BJ01 -02 — —
n P, | Lw,
Curves frpm]  [KW]  [A]  [dB(A)]

® @ 13551 1228 4.43 78
® O | 1345 2.40 463 79
240 b\ ® © 1340 2.53 4,95 81

® @ | 1085 1.56 2.73 72
200 2 EQ ® © 1045 | 164 2.88 75

[Pa

1,0 [inH0]
Vv

® @ | 1065 1.61 2.82 73
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AC axial fans

S series, @ 630, drawings for direction of air flow "V"

. Type Mass
Without attachments ka ¢ d 0
A4D 630-ANO1 -01 20.0 147.0 133.0 251.0

a3 A4D 630-A001 -01  20.0 1420 118.0 251.0
dez A4D 630-AJ01 -01 240 1520 147.0 276.0
g
1
|
! ! I.fi'.'g
2 [l
L5 ! .@f i
A
(L -..l
= \i
I
kel
b . _ _8xMI0
. e Depth of screw
Cable gland max. 18 mm
<y
With full square nozzle Type Tlfgs]s
W4D630-GNO1 -01  37.0
2165

W4D 630-G001 -01  37.0
W4D630-GJO1 -01  41.0

'
(IIVII
. . Type Mass
With guard grille for full nozzle ka s t
S4D 630-CNO1 -01  28.0 146.0 175.0
68
' - a m < S4D 630-C001 -01  28.0 141.0 175.0
%Vlewx —% e $4D 630-CJ01 -01 320 760 1510
__.n}/ = A “
[
/| 4}
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Z mm
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With guard grille for short nozzle

In-line duct fan

Type Mass
kgl u v

S4D 630-ANO1 -01  29.5 80.0 109.0
S4D 630-A001 -01 295 75.0 109.0
S4D 630-AJ01 -01 335 85.0 134.0

Type Mass
[ka]
W4D630-IN0O1T -01  27.9
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AC axial fans

AC axial
S series

EC axial fans
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AC axial fans

S series, @ 630, drawings for direction of air flow "A"

Without attachments Type I\{Ikags]s . . .

A4D 630-ANO1 -02 20.0 175.0 133.0 251.0
. A4D 630-A001 -02 20.0 165.0 118.0 251.0
| A4D 630-AJ01 -02 240 185.0 147.0 276.0

. 1

Wl

|

75 \_,"

e i _ _BxMi0
Depth of screw
Cable gland max. 18 mm
ATy
With full square nozzle Type Mass

[ka]
W4D630-DNO1 -02  38.0
W4D630-D001 -02  38.0
W4D630-DJ01 -02  42.0

150

-

ATy

With guard grille for full nozzle e "{'::]s . 4

S4D 630-BNO1 -02  29.0 126.0 127.0
S4D 630-B001 -02 29.0 116.0 127.0
S4D 630-BJ01 -02 33.0 136.0 152.0
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AC axial fans
S series, @ 630

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Sheet aluminium
Rotor: Encased in aluminium

— Number of blades: 5

- Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor

- Type of protection: IP 54 (acc. to EN 60529)

- Insulation class: "F"

— Mounting position: Any

- Condensate discharge holes: On rotor and stator side

— Mode of operation: Continuous operation (S1)

- Bearings: Maintenance-free ball bearings
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Nominal data o 3 = i & = =5 S = & i

. ® 3~400A 50 890 061 1.6 — 105 -40to +60
*6D 630 M6D110-GF | -5 3-400Y 50 680 040 072  — 60 -40to+60 | 1DVF2D)
. © 3~400A 50 910 053 1.5 — 110 -40t0 +70
*6D 630 MED110-6GF = -10° © 5 3 400y 50 725 038 067  — 70 -40to+70 ~ F1D/F2D)
. ® 3~400A 50 85 08 168 — 120 -40to +55
*6D 630 M6D 110-1A 0° " & 3-400Y 5 655 053 095 — 68 -40to+55 ' 10/F2D)
. © 3~400A 50 640 038 091 — 62 -40t0 +65
*8D 630 M8D 110-GF 0° ' & 3-400Y 50 440 021 042 — 30 -40to+65 ' 10/F2D)
. D 3~400A 50 660 033 085 — 65 -40t0+75
*8D 630 M8D110-GF = -5° © ) 3 400y 50 500 020 040 — 35 -40to+75 | 10/F2D)
subject to alterations (1) Nominal data in operating point 9 with maximum load
n P, | Lw,
Curves rom] W] [A]  [dB(A)]
g 2 ® @ [ 925 0.48 112 75
3 ® @[ 95 052 i |7
] \ ® © | 80 | 061 | 12 76
[5)
K © 70 03 06 72
K u 2] 745 0.37 0.66 71
100 3 AN G © 680 040 072 71
\ \\ © @ | 940 0.41 1.04 75

03

\
\ )
a & 5 @ ‘/® © 0 930 0.45 1.06 75
| . (J \ ©® 910 053 | 115 78
\
\

\<® q \ ® O 85 029 |05 73

60 N \ ® @ | 805 | 031 [ 055 72
\\ ! \

o NN ® O 725 088 | 067 74

0 i a}’\ \ \\_ ® @ 915 067 | 148 75

‘ o \ ® @ [17905" 072" 1547 (76

) NON v ® © 7885 1083 168" 176

2| Q =\ \ ® @ (735 047 [083 |7

AN \ \ ® @ 7100 049 086 71

A NAYANY \ ® © | 655 | 053 | 095 70
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Motor protection: Design with thermal overload protector
Cable exit: Via terminal box
Protection class: | (acc. to EN 61800-5-1)

Product conforming to standard: CE

Approvals: VDE (acc. to EN 60034)
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AC axial fans

AC axial
S series

<1 _-

*

VYA VAT &L <y Ay Ay &L

Direction of air flow

«n
o=
(2]
"V* | A6D 630-AEOT -01 = W6D630-GEOT -01 | S6D 630-CEO1 -01 = S6D 630-AEO1 -01 — — — =
"A" | A6D 630-AEO1 -02 ~ W6D630-DEO1 -02 — — S6D 630-BEOT -02 | S6D 630-AE01 -02 — =
"V* | A6D 630-AF01 -01 = W6D630-GFO1 -01 | S6D 630-CFO1 -01 = S6D 630-AF01 -01 — — — e
"A" | A6D 630-AF01 -02 = W6D630-DFO1 -02 — — S6D 630-BFO1 -02 = S6D 630-AF01 -02 — @
"V* | A6D 630-AA01 -01 = W6D630-GAOT -01 | S6D 630-CAO1 -01 = S6D 630-AA0T -01 — — W6D630-1A01 -0
"A" | A6D 630-AA0T -02  W6D630-DA0T -02 — — S6D 630-BA01 -02 | S6D 630-AA01 -02 —
"V" | A8D 630-ADO1 -01 = W8D630-GDO1 -01 | S8D 630-CDOT -01 = S8D 630-ADO1 -01 — — —
"A" | A8D 630-ADO1 -02 = W8D630-DDO1 -02 — — S8D 630-BDO1 -02 = S8D 630-AD01 -02 —
"V" | A8D 630-AEO1 -01 = W8D630-GEO1 -01 | S8D 630-CEO1 -01 = S8D 630-AEO1 -01 — — —
"A" | A8D 630-AEOT -02 = W8D630-DE0T -02 — — S8D 630-BEOT -02 = S8D 630-AE01 -02 —
n P, | Lw,
Curves oml (W] (Al [dB(A)]
e © @ | 660 | 033 | 084 69
& ©®® | 655 | 03 | 085 69
70 © ©® 640 | 0.38 0.91 69
h‘a\ ® @ 495 019 [ 040 63
60 NANING @@ | 475 | 020 | 041 62
440 021 042 61 »
N \ OO 68 028 | 08 69 =
50 S [7¢]
\ O e 675 | 030 | 082 70 %
\e O ©® 660 [ 033 | 085 71 S
0 Yoo Y @O 85 (017 [03 | 7
\?D \ © e 5% 018 [ 038 4 o
~
30 ‘9\7 \\Q \ @ © | 50 020 | 040 71 g
= ®\o\ \ \:\ 2
\ 8
20 X q &
\
\
10 \ >
\ =)
\ \ =]
A \ \ 2
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AC axial fans
S series, @ 630

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Sheet aluminium
Rotor: Encased in aluminium

— Number of blades: 5

— Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A"

clockwise, seen on rotor

- Type of protection: IP 54 (acc. to EN 60529)

- Insulation class: "F"

— Mounting position: Any

— Condensate discharge holes: On rotor and stator side

— Mode of operation: Continuous operation (S1)

- Bearings: Maintenance-free ball bearings
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Nominal data S = fire & = =o S = & ]

*6E 630 M6E 110-GF 5 ® 1~ 230 880 061 2.65 14.0/450 100 -40to +60 A2D)
*6E 630 M6E110-GF = -10° = ® 1~ 230 50 905 049 215 12.0/450 100 -40to+70 A2b)
*6E 630 MBE 110-I1A 0°  ® 1~ 230 50 860 076 335 16.0/450 100 -40to +50 A2b)
*8E 630 MSE 110-GF 5 ® 1~ 230 50 655 035 179 7.0/450 60 -40to+60 A2b)
subject to alterations (1) Nominal data in operating point 0 with maximum load
n P, | Lw,
IS from] W] (] [dB(A)
£ s ® O 905 05 | 241 75
E - ® © | 85 | 058 | 25 75
Q o ® O 80 061 | 265 76
« \
R \ \% ® © [1925" 1043 |89 |75
[NAN . © 920 045 199 76
({\ ] \{ ® © 905 049 | 215 78
B)\
Ll ) © © 890 [071 (311 76
° Q \ ©® 0 85 073 323 76
| © © 860 0.76 3.35 76
60 \‘\ m/\ \ }R
. WA
\
. 0 |\
\ \
A \
= \ \ \
\ \
20 \
\ \
‘ \
A \ \
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Motor protection: Design with thermal overload protector
Cable exit: Via terminal box

Protection class: | (acc. to EN 61800-5-1)
Product conforming to standard: CE
Approvals: VDE (acc. to EN 60034)
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AC axial fans

AC axial
S series

<1 _-

*

VYA VAT &L <y Ay Ay &L

Direction of air flow

[72]
=
(2]
"y AGE 630-AE01 -01 = WG6E 630-GE01 -01 = S6E 630-CE01 -01 = S6E 630-AE01 -01 — — — "_‘;
"A" A6E 630-AEO1 -02 = WG6E 630-DE01 -02 — — S6E 630-BEO1 -02 = S6E 630-AE01 -02 — =
"y ABE 630-AF01 -01 = WG6E 630-GF01 -01 = S6E 630-CFO1 -01 = S6E 630-AF01 -01 — — — g
"A" A6E 630-AF01 -02 = WG6E 630-DF01 -02 — — S6E 630-BFO1 -02 = S6E 630-AF01 -02 — ]
"y AGE 630-AA03 -01 = WG6E 630-GA03 -01 = S6E 630-CA03 -01 = S6E 630-AA03 -01 — — W6E 630-I1A03 -01
"A" A6E 630-AA03 -02 = WG6E 630-DA03 -02 — — S6E 630-BA03 -02 = S6E 630-AA03 -02 —
"y A8E 630-AEO1 -01 = WB8E 630-GEO1 -01 = S8E 630-CEO1 -01 = S8E 630-AE01 -01 — — —
"A" A8E 630-AE01 -02 = WB8E 630-DE01 -02 — — S8E 630-BE01 -02 = S8E 630-AE01 -02 —
n P, | Lw,
Curves frpm] (KW [A]  [dB(A)]
g 2 [OX 1] 685 0.30 1.61 69
£ ® 0 675 0.32 1.68 69
70 ® © | 65 0.35 1.79 69
\
o
60
AN
\ 5 2
\? i
50 & 7
\ >
%
Q 2
40
\
\
\ 3
30 \ ‘g
= \ 8
o ) g
\
\
10
\ =
\ 2
A \‘ g
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AC axial fans

S series, @ 630, drawings for direction of air flow "V"

- Type Mass
Without attachments w
A6D 630-AE01 -01 125 108.0 116.0 2085
a2 A6D 630-AFO1 -01 125 96.0 96.0 2085
L= A6D 630-AA0T -01 140 120.0 1350 2235
I A8D 630-ADO1 -01 125 120.0 1350 2085
— o ASD 630-AE01 -01 125 108.0 116.0 2085
(% 2 A6E 630-AE01 -01 125 108.0 116.0 2085

AGE 630-AF01
AGE 630-AA03
A8BE 630-AE01

01 125 96.0 96.0 208.5
01 140 120.0 135.0 2235
01 125 108.0 116.0 208.5

' s
B - MB
| B2 Depth of screw
Cable gland max. 12 mm
oy

With full square nozzle Type "{'If:]s
W6D630-GEOT -01  20.5

w2145, W6D630-GFO1 -01 205

W6D 630-GA01 -01  23.0
W8D630-GD01 -01  20.5
W8D630-GEOT -01  20.5
W6E 630-GEO1 -01  20.5
W6E 630-GFO1 -01  20.5
WG6E 630-GA03 -01  23.0

=
= WSE 630-GEO1 -01 205
1 5
1
1 i
_ 2 N 75011 |
150_ L 8053 _
e
With guard grille for full nozzle Type "{':gs]s . 4
S6D 630-CE01 -01 145 975 1115
S6D 630-CFO1 -01 145 855 1115
S6D 630-CAO1 -01 17.0 1095 1265
) _ S8D 630-CDOT -01 145 1095 1335
B E $8D 630-CEO1 -01 145 975 1115
= SG6E 630-CE01 -01 145 975 1335

S6E 630-CFO1 -01 145 855 111.5
S6E 630-CA03 -01 17.0 109.5 148.5
S8E 630-CEO1 -01 145 975 1335

S=d
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Type Mass

With guard grille for short nozzle ka] u .

S6D 630-AE01 -01 16.0 230 59.0
S6D 630-AF01 -01 16.0 11.0 59.0
S6D 630-AA01 -01 185 350 74.0
S8D 630-AD01 -01 16.0 35.0 59.0
S8D 630-AE01 -01 16.0 230 59.0
S6E 630-AE01 -01 16.0 230 59.0
S6E 630-AF01 -01 16.0 11.0 59.0
S6E 630-AA03 -01 185 350 740
S8E 630-AE01 -01 16.0 230 59.0

AC axial fans

AC axial
S series

( IIVII
o Type Mass
In-line duct fan [ka]

W6D630-IA01 -01 214
WG6E 630-IA03 -01 21.4

EC axial fans

(7]
=
wl
=
(7]
>
0
(<]
il

Accessories

nology
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AC axial fans

S series, @ 630, drawings for direction of air flow "A"

Without attachments Type Mass
[ka] c d g
A6D 630-AE01 -02 125 1420 116.0 2085
S0 A6D 630-AF01 -02 125 1340 96.0 2085
H=2 A6D 630-AA0T -02 140 149.0 1350 223.5
\| T A8D 630-ADOT -02 125 149.0 1350 2085
\ _ ASD 630-AE0T -02 125 142.0 116.0 2085
S W - / AGE 630-AE01 -02 125 142.0 116.0 208.5

115403

AGE 630-AF01 -02 125 1340 96.0 2085
! AGE 630-AA03 -02 14.0 149.0 1350 2235
ASE 630-AE01 -02 125 1420 1160 2085

R M6
. Depth of screw
Cable gland max. 12 mm
A" >
With full square nozzle Type T:gs]s
W6D630-DEOT -02 21.0
(TRl W6D630-DFO1 -02  21.0

- 20 W6D630-DA0T -02 235

[ W8D630-DDO01 -02  21.0
W8D630-DEOT -02  21.0
W6E 630-DE0T 02  21.0
W6E 630-DFO1 02  21.0
W6E 630-DA03 -02  23.5
W8E 630-DEOT -02  21.0

1
I
— ?m'l —
L1580 . B05-3 -
ATy
) . Type Mass
With guard grille for full nozzle P T
S6D 630-BEOT -02 145 164.0 162.0
45 . . 85 S6D 630-BFO1 -02 145 1640 154.0
- i il S6D 630-BA01 -02 170 179.0 169.0
. i S8D 630-BDO1 -02 145 164.0 169.0

S8D 630-BEO1 -02 145 164.0 162.0
S6E 630-BEO1 -02 145 164.0 162.0
S6E 630-BF01 -02 14.5 164.0 154.0
S6E 630-BA03 -02 17.0 179.0 169.0
S8E 630-BEO1 -02 145 164.0 162.0

WWw.servorecambios.com
www.sr-electricmotors.com

RECAM BIOS, S.A. Barcelona ¢ Telf. (+34) 93 462 08 19 « Fax. (+34) 93 462 07 88




=
=8
]
cE
uh
(-]
£

(7]
(—
8
=
With guard grille for short nozzle e "{':gs]s v v =
S6D 630-AE01 02 150 920 94.0 2
48 85 S6D 630-AF01 -02 150 840 940

- S6D 630-AA0T -02 17.5 99.0 109.0
j S8D 630-AD01 -02 150 99.0 94.0
S8D 630-AE01 -02 150 920 94.0
S6E 630-AE01 -02 150 920 94.0
S6E 630-AF01 -02 150 84.0 940
S6E 630-AA03 -02 17.5 99.0 109.0
SSE 630-AE01 -02 150 92.0 94.0

AC axial
S series

AN )

EC axial fans

(7]
=
wl
=
(7]
>
0
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