AC axial fans
S series, @ 910

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Die-cast aluminium
Rotor: Encased in aluminium

— Number of blades: 5

— Direction of rotation: Direction of air flow "V" clockwise, direction of air flow "A"

counter-clockwise, seen on rotor

- Type of protection: IP 54 (acc. to EN 60529)

- Insulation class: "F"

— Mounting position: Any

- Condensate discharge holes: On rotor and stator side

— Mode of operation: Continuous operation (S1)

- Bearings: Maintenance-free ball bearings
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Nominal data o S = i & S =5 S = & o

. ® 3-400A 50 80 130 275 — 150 -40to+60
*6D 910 M6D 138-HF | -10 3~ 400Y 50 670 081 156 _ 85 -40to+60 | ' 0V/F2D)
. © 3-400A 50 900 184 376 — 150 -40to+60
*6D 910 MED138-LA & -5° © 5 3 400y 50 700 120 224 — 88 -40to+60 ' 10/F2D)
. ® 3-400A 50 930 141 320 — 165 -40t0+75
*6D 910 MED138-LA & -10° = & 3 400y 50 780 103 1.90 — 115 -40to+75  1O/F2D)
. ©® 3-400A 50 890 245 520 — 160 -40t0+50
*6D 910 M6D 138-NA 0° " & 3-400Y 50 685 156 290 — 95 -40to+50 ' 10V/F2D)
. (D 3-400A 50 920 196 450 — 170 -40to +60
*6D 910 MBD138-NA © -5° © 5 3 400y 50 760 137 255 — 115 -40to+60 | T 1DVF2D)
. | ® 3-400A 50 940 153 445 — 170 40to+70
*6D 910 MED138-NA © -10° = () 3 400y 50 830 114 215 — 130 -40to+70 | T1DVF2D)
subject to alterations (1) Nominal data in operating point e with maximum load
n P, | Lw,
IS fpm] kW] [A]  [dB(A)]
g 2 ®/§ ® O/ 910 | 106 2.56 77
£ y . ® o 80 120 27 78
15 N ‘-.\ o ® © [ 880 [ 130 275 [ 82
3 Q\ VO O T o072 13 72
140 AN R © 700 078 147 72
}i @/\ "h & © 60 08 15 74
g2l N b v © @ 90 [ 159 | 351 76
N \-\ \ © @ [elo] 720 367 T
100 3 \ v.\ \ \ © ©® 90 | 184 376 79
R;) A\ 0 ® O 745 110 | 201 7
% N 0.\ \ Y ® @ 720 [Ad5Y [2di [T
Q SN \ ® © [7000 1200 224 72
s \ \
60 \\ IO \ ® O s 141 [ 29 78
3 | @ \\\- \\ ® o 935 127 | 308 79
© h \‘\ W ® O 90 | 14 3.20 83
\\ NN \ ® © 840 085 156 |75
2 ARV Y ® © [ 85 (0% [ 174 75
N YW \ ® e 780 103 | 190 78
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"v*  A6D 910-A001 -01 = W6D910-GO01 -01 = S6D 910-C001 -01 = S6D 910-A001 -01 — — — =
"A"  A6D 910-A001 -02 = W6D910-D001 -02 — — S6D 910-B0O01 -02 — — S
"y"  ABD 910-AKO1 -01 = W6D910-GKO1 -01 = S6D 910-CKO1 -01 = S6D 910-AK01 -01 — — — e
"A"  A6D 910-AKO1 -02 = W6D910-DKO1 -02 — — S6D 910-BKO1 -02 — — m
"y"  A6D 910-ALO1 -01 = W6D910-GLO1 -01 = S6D 910-CLO1 -01 = S6D 910-ALOT -01 — — —
"A"  A6D 910-ALOT -02 = W6D910-DLO1T -02 — — S6D 910-BLO1 -02 — —
"y A6D 910-APO1 -01 = W6D910-GPO1 -01 = S6D 910-CPO1 -01 | S6D 910-AP01 -01 — — —
"A"  A6D 910-AP01 -02 = W6D910-DPO1 -02 — — S6D 910-BP0O1 -02 — —
"' A6D 910-AQ01 -01 = W6D910-GQ01 -01 = S6D 910-CQ01 -01 = S6D 910-AQ01 -01 — — —
"A"  A6D 910-AQ01 -02 = W6D910-DQO1 -02 — — S6D 910-BQO1 -02 — —
"' A6D 910-ARO1 -01 = W6D910-GRO1 -01 - S6D 910-CRO1 -01 | S6D 910-AR01 -01 — — —
"A"  A6D 910-AR01 -02 = W6D910-DRO1 -02 — — S6D 910-BRO1 -02 — —
n P, | Lw,
Curves rom] W] [A]  [dB(A)]
g 2 ® O 920 1.99 465 76
%0 & ©® e 905 | 22 4.95 76
©®© © | 8% 2.45 5.20 79
160 @ @ 760 1.39 2.57 72
o ® e 725 | 149 2.76 70
140 @ ©® | 68 | 156 2.90 72 @
OO 9% | 164 4.33 77 I".a‘
120 OO 930 1.82 4.51 78 >
OO 92 | 19% 450 80 &"'J
103 © O 810 1.20 2.23 73
. O ©e . 780 | 130 2.40 73 o
0 ® © 760 137 [ 255 75 £
60 ® @ 90 | 124 427 78 §
o © @ | 90 | 140 4.35 80 2
40 ® © | 940 1.53 4.45 83
OO 85 | 0% 1.79 76
20 O e 80 | 105 1.97 77 §
A O e 83 1.14 2.15 80 E

Motor protection: Design with thermal overload protector
Cable exit: Via terminal box
Protection class: | (acc. to EN 61800-5-1)
Product conforming to standard: CE
Approvals: VDE (acc. to EN 60034)
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AC axial fans
S series, @ 910

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Die-cast aluminium
Rotor: Encased in aluminium

— Number of blades: 5

— Direction of rotation: Direction of air flow "V" clockwise, direction of air flow "A"

counter-clockwise, seen on rotor

- Type of protection: IP 54 (acc. to EN 60529)

- Insulation class: "F"

— Mounting position: Any

- Condensate discharge holes: On rotor and stator side

— Mode of operation: Continuous operation (S1)

- Bearings: Maintenance-free ball bearings
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Nominal data o S = i & S =5 S = & o

. | ® 3-400A 50 645 085 209 — 90 -40 to +60
*8D 910 MBD138-HF | -5 3~ 400Y 50 450 045  1.00 _ 43 -40to+60 T 10V/F2D)
. © 3-400A 50 665 111 270 — 90 -40to +65
*8D 910 M8D 138-LA 0° ' G 3~400Y 50 495 068 136 = — 50 -40to+65 | 10/F2D)
. ® 3-400A 50 425 042 115 — 40 -40t0+70
*2D 910 MZD 138-HF 0° " & 3-400Y 5 315 022 050 — 21 -40to+70  1O/F2D)
. | ©® 3-400A 50 430 032 086 — 42 -40t0 +100
*ZD 910 MZD138-HF © -5° © & 3 400y 50 320 017 040 — 22 -40to+100  1O/F2D)
subject to alterations (1) Nominal data in operating point o with maximum load
n P, | Lw,
IS rom] W] [A]  [dB(A)]
E g ‘o h ® @ 670 | 073 | 194 68
- \ ® © |65 | 080 | 203 68
\ ® © | 645 085 | 209 69
80 \ @ 500 0.43 0.95 62
o] \\ © 460 | 044 0.99 60
0 Q © 450 045 100 60
\? © © 7685 094" 1249 69
60 (5)\\ © e 65 | 103 2.57 69
A
AN \ \ ©® © Iees! i a0 7
s e, ® © 5407 062" 1123 64
w N \9\ Q ® @ | 515 | 065 | 130 63
a \ ® © 495 068 | 136 64
(. \
30 \
51 b }K \
N \
20 N \
\
10 AN \
\ \\ \
A . .
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— Motor protection: Design with thermal overload protector
— Cable exit: Via terminal box

- Protection class: | (acc. to EN 61800-5-1)
- Product conforming to standard: CE

— Approvals: VDE (acc. to EN 60034)
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(2]
" A8D 910-ANO7 -01 = W8D910-GNO7 -01 = S8D 910-CNO7 -01 = S8D 910-ANO7 -01 — — — =
"A"  ASD 910-ANO7 -02 = W8D910-DNO7 -02 — — $8D 910-BNO7 -02 — — S
" A8D 910-AJ03 -01 = W8D910-GJO3 -01 = S8D 910-CJ03 -01 ~ S8D 910-AJ03 -01 — — — o
"A" | A8D 910-AJ03 -02 = W8D910-DJ03 -02 — — 8D 910-BJ03 -02 — — |
" AZD 910-AM03 -01 = WZD910-GM03-01 = SZD 910-CM03-01 = SZD 910-AMO3 -01 — — —
"A"  AZD 910-AMO3 -02 = WZD 910-DM03 -02 — — SZD 910-BMO03 -02 — —
"' AZD 910-ANO5 -01 | WZD910-GNO5 -01 ~ SZD 910-CN05 -01 ~ SZD 910-ANO5 -01 — —
"A" | AZD 910-ANO5 -02 = WZD910-DNO5 -02 — — SZD 910-BNO5 -02 — —
n P, | Lw,
I rom] W] [A]  [dB(A)]
g g ® O [ 445 0.36 1.11 61
N B ® O 45 030 | 113 59
\B\ ® O 45 042 | 115 61
" N ® O 35 020 | 046 54
o] \ ® e 3% | 02 0.48 53
35 ® O 35 02 | 050 53 2
© @ | 450 | 027 0.81 60 '-',a‘
30 ©® © | 40 029 | 084 59 =
© © 430 | 032 0.86 61 fa)
2% - o
< ® @ 360 0.16 0.36 54
" @ ® | 340 017 | 038 53 "
@ © | 320 017 | 040 53 2
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AC axial fans

S series, @ 910, drawings for direction of air flow "V"

. Type Mass
Without attachments V" bl ¢ 4 g
A6D 910-A001 -01  22.0 147.0 1040 251.0
a3 A6D 910-AKO1 -01 27.0 1520 1150 276.0
de A6D 910-ALOT -01 27.0 147.0 1040 2760
-.// A6D 910-APO1 -01  30.0 156.0 123.0 296.0
[ A6D 910-AQ0T -01 300 152.0 115.0 296.0
g 1y A6D 910-ARO1 -01  30.0 147.0 1040 296.0
et _;él-,,] ASD 910-ANO7 -01 220 152.0 1150 251.0
3 lLﬂ il AD 910-AJ03 -01 27.0 1560 1230 276.0
i '.I,j%’:b AZD 910-AM03 -01  22.0 157.0 123.0 251.0
I/gJ | AZD 910-AN05 -01 220 152.0 1150 251.0
|
el
Bl _ _BxMi0
Ps2 Depth of screw
Cable gland max. 18 mm
<y
With full square nozzle L5 Tlf:]s
W6D910-G001 -01  42.0
R W6D910-GKO1 -01  47.0
4 W6D910-GLOT -01  47.0
T T = W6D910-GPO1 -01  50.0
T W6D910-GQ01 01 50.0
. W6D910-GRO1 -01  50.0
\ Vl W8D910-GNO7 -01 42,0
s T Ak W8D910-GJ03 -01  47.0
& At | WZD910-6M03-01  42.0
%‘4 WZD910-GNO5 -01  42.0
4 4
=l
| =
1 ! S,
: I
.20
<y
With guard grille for full nozzle Type ";':gs]s . 4
S6D 910-C001 -01 33.0 1340 163.0
-2 o SBDOI0CKOT -01 380 1390 1880
A S6D 910-CLOT -01 380 1340 1880
_ _ el S6D 910-CP0T -01  41.0 143.0 2080
I 1 e S6D 910-CQ0T -01 410 1390 208.0
/ S6D 910-CRO1 -01  41.0 1340 208.0
| S8D 910-CNO7 -01 330 1390 163.0
":,*i'e- = S8D 910-CJ03 -01 38.0 143.0 188.0
l Il 5 & SZD 910-CM03-01 330 1430 1630
Iﬁ'l 8 SZD 910-CNO5 -01 330 139.0 163.0
P J
|
— L
BE.!S_ -
£ mm
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With guard grille for short nozzle IS “{':gs]s vy =
S6D 910-A001 -01 350 17.0 46.0 2

- e S6D 910-AKO1 -01 400 220 71.0

: S6D 910-ALOT -01 400 17.0 71.0
S6D 910-APO1 -01 430 260 91.0
S6D 910-AQ01 -01 430 220 91.0
S6D 910-AROT -01 430 17.0 91.0
S8D 910-ANO7 -01 350 220 46.0
S8D 910-AJ03 -01 400 260 71.0
SZD 910-CM03-01 350 260 46.0
SZD 910-CNO5 -01 350 22.0 46.0

AC axial
S series

oy

EC axial fans
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AC axial fans

S series, @ 910, drawings for direction of air flow "A"

Without attachments

- _ BxMiO
Depth of screw

Cable gland max. 18 mm

ATy

With full square nozzle

101021
10703

[
¥
=B
a7
01075

Type

A6D 910-A001
A6D 910-AKO1
A6D 910-ALO1
A6D 910-APO1
A6D 910-AQ01
A6D 910-ARO1
A8D 910-ANO7
A8D 910-AJ03
AZD 910-AMO3 -02
AZD 910-AN05 -02

Type

W6D 910-D001
W6D 910-DKO01
W6D910-DLO1
W6D 910-DPO1
W6D 910-DQO1
W6D 910-DRO1
W8D910-DNO7 -02
W8D910-DJ03 -02
WzD 910-DM03 -02
WzD 910-DNO5 -02

Type

S6D 910-B001
S6D 910-BKO1
S6D 910-BLO1
S6D 910-BPO1
S6D 910-BQ01
S6D 910-BRO1
S8D 910-BN07 -02
S8D 910-BJ03 -02
SZD 910-BMO03 -02
SZD 910-BNO05 -02

Mass
[ka]
22.0
27.0
27.0
30.0
30.0
30.0
22.0
27.0
22.0
22.0

Mass
[ka]
435
48.5
48.5
51.5
515
51.5
435
48.5
435
435

Mass
[ka]
34.0
39.0
39.0
42.0
42.0
42.0
34.0
39.0
34.0
34.0

145.0
154.0
145.0
157.0
154.0
145.0
154.0
157.0
157.0
154.0

S
159.0
168.0
159.0
171.0
168.0
159.0
168.0
171.0
171.0
168.0

d
104.0
115.0
104.0
123.0
115.0
104.0
115.0
123.0
123.0
115.0

t
195.0
215.0
215.0
235.0
235.0
235.0
195.0
215.0
195.0
195.0

9
251.0
276.0
276.0
296.0
296.0
296.0
251.0
276.0
251.0
251.0
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