Nominal data

*4D 315"

*4E 315

*6E 315

subject to alterations

AC axial fans
S-Range, 0 315

ebm-papst - Mulfingen

Current draw
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Voltage
Frequency
Air flow
Speed/rpm
Power input

230/400 2450 1400 0,26
MaD0BB-OF  © S30A00 %0 5810 1620 116 0,24
230 50 2440 1410 102 0,52
MAEOBB-DF @ 93, g 2840 1650 120 053
230 50 1650 950 65 0,33
M6E0BS-DF  ©® 93, g 1950 1120 68 030
® Current draw established at 400 VAC (Y)
n P1
[min™] [w]
(ON 1] 1400 90
(ON 2] 1380 103
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Capacitor

4,0/400
4,0/400
2,0/400
2,0/450

Noise level

64
59
64
51
55

Max. back pressure
Perm. amb. temp.

Mass

120
120 55 24
120 55
120 55 24
70 50
8 60 24
n P]
[min-'] W]
® 0 1400 108
® 0 1380 120
® 0 945 63
® 0 930 66
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Selection

Cable exit

Direction of air flow

*4D 315 A
*4E 315 A
*6E 315 A
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A4D315-AP10
A4D315-AP10
A4E315-AP18
A4E315-AP18
AGE 315-AP02
AGE 315-AP02
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S4D315-BP10 -
S4D315-BP10 -
S4E315-BP18 -
S4E315-BP18 -
S6E 315-BP02 -
S6E 315-BP02 -
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W4D315-CP10
W4D315-CP10
WA4E315-CP18
WA4E315-CP18
W6E 315-CP02
WG6E 315-CP02

-30
-31
-30
-31
-30
-31
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S4D315-AP10
S4D315-AP10
S4E315-AP18
S4E315-AP18
S6E 315-AP02
S6E 315-AP02

-30
-31
-30
-31
-30
-31

Dimensions

' ' '
NO NO1 NO

RECAMBIOS, S.A.

WWw.servorecambios.com

www.sr-electricmotors.com
Barcelona e Telf. (+34) 93 462 08 19 ¢ Fax. (+34) 93 462 07 88

=
=]
=
©
£
1
S
=]
=

AC centrifugal

AC axial

EC centrifugal
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