AC axial fans
S-Range, 0 350

ebm-papst - Mulfingen
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Nominal data S S i = & & 3 S 2 = & =
Type Motor VAC Hz m/h  min’ w A  uF/NDB dB(A) Pa °C kg
230/400 50 3140 1420 115 0,33 64 180 55
*4D 350" MADO74-DF @ 535400 0 3630 1640 160 034 - 67 180 40 3B
230 50 3110 1400 130 058 4,0/400 64 90 45
*4E 350°  MAEO74-DF @ 53, gy 3540 1500 190 083 40/400 67 60 45 SO
230 50 2120 945 65 031 20/450 54 75 70
*6E 350 M6E074-DF — © 93, g 2460 1100 85 037 20/450 58 65 55 OO
subject to alterations 400 VAC A/Y for two speed steps available on request, current draw established at 400 VAC (Y) @ Insulation class "F"
n P1 n P]
[min] Wi [minT] w1
(ON 1] 1415 126 ® 0 1385 140
(ON 2] 1385 152 ® 0 1335 160
® 0 930 69
® 0 895 78
Characteristics Characteristics
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AC centrifugal
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Direction of air flow

Cable exit
AC axial

Selection Dimensions

"y A4D350-AP08 -01 S4D350-BP08 -30 W4D350-CP08 -30  S4D350-AP08 -30 10 92

*4D 350 B

A’ A4D350-AP08 -02 S4D350-BP08 -31 W4D350-CP08 -31 S4D350-AP08 -31 0 86

*4E 350 B "y A4E 350-AP06 -01 S4E 350-BP06 -30 WA4E 350-CP06 -30 S4E 350-AP06 -30 10 92

"A" A4E 350-AP06 -02 S4E 350-BP06 -31 WA4E 350-CP06 -31 S4E 350-AP06 -31 0 86

*6E 350 B "y AGE 350-AP24 -01 S6E 350-BP24 -30 W6E 350-CP24 -30 S6E 350-AP24 -30 10 92
"A" AG6E 350-AP24 -02 S6E 350-BP24 -31 W6E 350-CP24 -31 S6E 350-AP24 -31 0 86 =
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