AC axial fans
S-Range, 0 450

- Type of protection: IP54 (please note drilled condensate discharges)
- Approval: complying with EN 60034-1
- Locked-rotor protection: thermal overload protector brought out

ebm-papst - Mulfingen
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Nominal data S S i = & & 3 S 2 = & =
Type Motor VAC Hz m/h  min’ w A  uF/NDB dB(A) Pa °C kg
G ~ 400Y 50 5920 1180 305 0,55 66 115 70 79
400Y 60 5690 1130 390 0,72 65 45 55 '
* (1) - ]
4D 450 M4D094-HA @ 40 A 50 7050 1400 400 0,95 69 200 85 79
400A 60 8000 1600 610 1,12 72 115 60 '
. 230 50 6960 1380 435 225 10/400 70 125 70
*AE 450" MAEO94-HA - © S5 g5 7700 1540 630 280 10/400 73 115 55 19
subject to alterations @ Insulation class "F"
n P n Py
[min] Wi [minT] w1
(ON 1] 1125 335 ® 0 1370 468
oXz) 990 400 ® 0 1345 515
® 0 1385 430
® 0 1325 523
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rminal box version
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Direction of air flow
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A4D450-BG14 -01

A4D450-BG14 -02

A4E 450-BG09 -01
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S4D450-LG14 -01
S4D450-LG14 -02

S4E 450-LG09 -01
S4E 450-LG09 -02
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W4D450-MG14-01
W4D450-MG14-02

WA4E 450-MG09-01
WA4E 450-MG09-02
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S4D450-KG14 -01
S4D450-KG14 -02

S4E 450-KG09 -01
S4E 450-KG09 -02
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Dimensions

9,4 - 33,3
17,8 --- 33,3

94 126 59,2
17,8 126 59,2
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AC centrifugal

AC axial

EC centrifugal
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