AC centrifugal blowers
dual inlet, @ 133

- Material: scroll housing and impeller made of galvanised sheet steel
- Mounting: SAL (standard external-rotor) motor mounted via brackets on one side of the
scroll housing

ebm-papst - Mulfingen

Min. back pressure
Perm. amb. temp.

Speed/rpm
Power input
Current draw
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Voltage
Frequency
Air flow
Capacitor
Noise level

Nominal data

D2E 133-AM47 -23"9 230 50 685 1500 190 0,84 3,0/450 59 0 45

D2E 133-AM47-0120 ~ M2EOB8-DF  ® 55, o5 55 100 200 088 30/450 56 100 4o 3P
D2E 133-CI33 -22° 230 50 700 1700 175 077 40/400 58 50 40
D2E 133-CI33 -56° M2EO0BS-CF @ 535 s 500 2100 190 084 40/400 58 200 40 33
D2E 133-DM47 2379 230 50 810 1150 190 0,84 30/450 56 0 40
D2E 133-DM47-0120 ~ M2EOB8-DF  ® 53, 6r  go0 1550 195 085 30/450 55 100 4o H*
subject to alterations @ With flange @ Without flange @ Direction of rotation: clockwise as seen from inlet opposite the cable exit
n P1 n P]
[min'] Wi [minT] w1
(ON 1] 1885 180 ® 0 1700 180
®0 2640 130 ®0 2480 138
® 0 2135 160
® 0 2450 138
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AC centrifugal

AC axial

Dimensions

D2E 133-AM47 -23
D2E 133-AM47 -01
D2E 133-CI33 -22
D2E 133-CI33 -56
D2E 133-DM47 -23
D2E 133-DM47 -01

254 238 108 92 69 215 300 1715 88 180 790 66,0
206 190 142 126 102 168 400 2040 97 213 935 675

270 254 142 126 102 232 300 2040 97 213 980 675

EC centrifugal

EC axial
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AC centrifugal blowers
dual inlet, @ 133

- Material: scroll housing made of galvanised sheet steel, impeller made of plastic
- Mounting: SAL (standard external-rotor) motor mounted via brackets on one side of the
scroll housing

ebm-papst - Mulfingen

Min. back pressure
Perm. amb. temp.

Speed/rpm
Power input
Current draw
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Frequency
Capacitor
Noise level

Voltage

Nominal data

DAE 133-AHO1 -58" 230 50 510 1180 70 032 20/400 52 0 40
DAE 133-AHO1 -55° MAEOBS-BF — © 53y s0 540 1240 80 035 20/400 54 0o 4 26
DAE 133-DHO1 -J4" 230 50 670 1080 73 033 20/400 52 0 40
DAE 133-DHO1 -J2° MAEOBS-BF ~ @ 530 a0 675 1100 83 037 20/400 52 0o 4 33
DAE 133-DLO1 -J5° 230 50 760 1230 75 034 20/450 55 0 70
DAE 133-DL01 -Hgp  MAEOBBCF  © 535 g0 700 1280 95 043 20/450 56 o 60 OB
subject to alterations ' With flange @ Without flange
n P n P;
[min] Wi [minT] w1
(ON 1] 1240 66 ® 0 1150 69
®0 1380 63 ® 0 1300 65
® 0 1280 67
® 0 1370 58
Characteristics Characteristics
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AC centrifugal

AC axial

Dimensions

D4E 133-AHO01 -58
D4E 133-AHO1 -55
DAE 133-DHO1 -J4
D4E 133-DHO1 -J2
DAE 133-DL01 -J5
D4E 133-DLO1 -H9

254 238 108 92 69 215 300 1715 88 180 76 66,0
270 254 142 126 102 232 300 2040 97 213 98 67,5

270 254 142 126 102 232 300 2040 97 213 98 67,5
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