
AC centrifugal blowers
dual inlet, Ø 140

- Material: scroll housing with integrated terminal box made of polypropylene, reinforced 
with French chalk - coloured in black, impeller made of polypropylene - natural colour
(according to IEC 695 T2-2 and EN 60335-2-31)

- Mounting: SAL (standard external-rotor) motor mounted on one side of the scroll housing 
via brackets

- Design: 4-step blower with external-rotor motor
- Bearings: calotte sleeve bearing (medium life-cycle of 15,000 h) - applicable only in 

horizontal axis
- Capacitor: Integrated in terminal box completely wired up and ready for plug-in.

FPU (P2) capacitor design.
- Direction of rotation: counter-clockwise, seen on plug

ebm-papst · Mulfingen

Type

D2E 140-HR97 -05

Motor

M2E 068-CF

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 470 1150 130 0,58 2,0/ 400 58 0 50
230 60 430 1050 130 0,58 2,0/ 400 56 0 40
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Nominal data

subject to alterations
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View X
coded plug system AMP Universal-Mate-N-Lok
connector shell AMP 926 682-3
6 x plug pin AMP 926 886-1

1 = Step 1 (min.) white
2 = Step 2 red
3 = Step 3 grey
4 = Step 4 (max.) black
5 = N blue
6 = Ground wire green / yellow

- Insulation class: "F"
- Approvals: VDE, Œ; UL on request
- Safety regulations: with integrated temperature monitor and integrated FPU (P2) capacitor 

in keeping with EN 60335-2-31
- Note: Due to the capacitor connected, voltages exceeding 300 V can occur.
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Guard grille
S. 345

Connection lead
S. 355

Capacitor
S. 356 f.

In
fo

rm
at

io
n

AC
 c

en
tr

ifu
ga

l
AC

 a
xi

al
EC

 c
en

tr
ifu

ga
l

EC
 a

xi
al

EC
-S

YS
TE

M
S

Ac
ce

ss
or

ie
s

4 x sheet metal nut for 
thread EN ISO 1478-ST4.8
min. screw length 14.5 mm
plus thickness of mounting
material
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Connection diagram
When changing speeds,
the switch must break
the circuit.

Speed
increase
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