AC centrifugal blowers
dual inlet, @ 250

- Material: scroll housing and impeller made of galvanised sheet steel
- Mounting: EW-motor anti-vibration mounted on both sides, mounting brackets on request
- Approval: complying with EN 60034-1

ebm-papst - Mulfingen

Min. back pressure
Perm. amb. temp.

Speed/rpm
Power input
Current draw
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Voltage
Frequency
Air flow
Capacitor
Noise level
Mass

Nominal data

400Y 50 3790 1240 1140 2,10 --- 76 0 60

DD 250-BA02 -01°"  MADO94-LA O 4o5y  go 3340 1410 1210 220 - 73 250 45 107
400Y 50 4040 1200 1270 230 - 76 50 45
D4D 250-CA02 -01"°% = M4DO94-LA @ 400y 6o 3250 1410 1270 220 - 72 350 45 167
‘ 230 50 3730 1210 1240 6,00 14/500 75 0 40
D4E 250-BAOT -01"  M4E094-LA — © 550 gy 3350 1460 1230 554 14/500 72 300 45 163
230 50 3770 1200 1250 6,00 14/500 74 100 40
D4E 250-CAOT -01"° ~ M4E094-LA — ® 550 gy 3310 1400 1285 590 14/500 71 350 40 163
230 50 2480 800 400 1,85 10/400 63 0 80
D6E 250-BA0T -01"  M6EO094-HA — ® 550 gy 9390 770 480 215 10/450 62 0o 8 144
230 50 2670 680 470 220 10/400 65 0 70
D6E 250-CAO1 -017°  MGEO94-HA — ®  53; 65 2400 580 500 230 10/450 62 0 55 144
subject to alterations @ Insulation class"F" @ 400 VAC A/Y for two speed steps available on request “ Data collected via exhaust duct of 1 m length serving as diffuser
n P1 n P1
[min’] W] [min‘] W
(ON 1] 1320 875 ® 0 1320 975
®0 1410 481 ®0 1400 665
® 0 1280 1001 ® 0 1270 1100
® 0 1370 675 ® 0 1370 788
® 0 830 375 ® 0 890 318
® 0 900 304 ® 0 940 284
Characteristics Characteristics
£ g . SN
- ~—— =~ R D S J L
500 & ~={ 500 & = ~ N
A \\ \
400 \ 400 — \
o — \ N—— T~
= \——'—\59\\ \ 2 AN =@
\ 2 NN
300 N 300
N T —
(s) N ™~
200 T \ 200 . @\ N
A}
100 < \ 100 < \\\“ \
l \ \
A A\ A | \

WWw.servorecambios.com
- www.sr-electricmotors.com

RECAM BIOS, S.A. Barcelona ¢ Telf. (+34) 93 462 08 19 « Fax. (+34) 93 462 07 88




AC centrifugal

AC axial

Dimensions

D4D 250-BA02-01 218 190 167 90 198

D4D 250-CA02-01 313 285 262 180 293

D4E 250-BA01-01 218 190 167 90 198
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