
AC centrifugal blowers
dual inlet, Ø 160

- Material: scroll housing and impeller made of galvanised sheet steel
- Mounting: EW-motor anti-vibration mounted on both sides

ebm-papst · Mulfingen

Type

D2E 160-AB01 -06

D4E 160-EG06 -05

D4E 160-FH12 -05

Motor

M2E 074-FA

M4E 068-EC

M4E 068-GA

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 1195 1850 410 1,80 10 / 400 64 200 40

230 50 1240 1300 180 0,79 5,0/ 400 63 0 75
230 60 1250 1350 245 1,07 5,0/ 400 64 10 40
230 50 1310 1350 185 0,81 6,0/ 400 64 0 80
230 60 1410 1450 270 1,18 6,0/ 400 67 0 50
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Nominal data

subject to alterations (1) Flange on request (2) Insulation class"F"
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Characteristics Characteristics
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Type

D2E 160-AB01 -06

D4E 160-EG06 -05

D4E 160-FH12 -05

I J

276 1300

232 400

276 400

Dimensions
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Capacitor
S. 356 f.
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Type

D4E 160-HN46 -12

Motor

M4E 068-CF

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 565 1280 93 0,42 2,0/ 450 54 100 40
230 60 500 1450 110 0,49 2,0/ 450 56 150 40

subject to alterations

2,7

AC centrifugal blowers
dual inlet, Ø 160

- Material: side parts made of polyamide reinforced with glass fibre, steel case made of
galvanised sheet steel, impeller made of polypropylene

- Design: blower with integrated EW external-rotor motor and anti-vibration motor 
suspension on both sides

- Bearings: calotte sleeve bearing (medium life-cycle of 15,000 h) - applicable only in 
horizontal axis

- Capacitor: mountable on housing - must be ordered separately
- Direction of rotation: counter-clockwise seen on plug
- Insulation class: "F"
- Approvals: VDE, Œ; UL on request
- Safety regulations: with integrated thermal overload protection in keeping with EN 60335
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Nominal data
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Characteristics
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- Position of plug: Pos.1 is standard, Pos.2 or Pos.3 on request

91
Guard grille
S. 345

Capacitor
S. 356 f.
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View X
coded plug system AMP Universal-Mate-N-Lok
connector shell AMP 926 682-3
4 x plug pin AMP 926 886-1

1 = L
2 = not assigned
3 = N / C2
4 = ground wire
5 = not assigned
6 = C1
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4 x sheet metal nut
for thread 
EN ISO 1478-ST4.8
min. screw length
14.5 mm plus 
thickness of moun-
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1

4 65

2 3

Barcelona • Telf. (+34) 93 462 08 19 • Fax. (+34) 93 462 07 88

w w w . s e r v o r e c a m b i o s . c o m
w w w . s r - e l e c t r i c m o t o r s . c o m



AC centrifugal blowers
dual inlet, Ø 160

- Material: scroll housing and impeller made of galvanised sheet steel
- Mounting: SAL (standard external-rotor) motor mounted via brackets on one side of the 

scroll housing
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Motor

M4E 068-DF

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 780 1200 117 0,51 3,0/ 450 58 0 55
230 60 820 1200 140 0,62 3,0/ 450 58 0 40

Ch
ar

ac
te

ris
tic

Vo
lta

ge

Fr
eq

ue
nc

y

Ai
r f

lo
w

Sp
ee

d/
rp

m

Po
w

er
 in

pu
t

Cu
rr

en
t d

ra
w

Ca
pa

ci
to

r

No
is

e 
le

ve
l

M
in

.b
ac

k 
pr

es
su

re

Pe
rm

.a
m

b.
te

m
p.

M
as

s

Nominal data

subject to alterations (1) With flange (2) Without flange
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Characteristics
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Capacitor
S. 356 f.
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