
AC centrifugal blowers and fans
single inlet, Ø 120 / 133

- Material: scroll housing and impeller made of galvanised sheet steel

ebm-papst · Mulfingen

Type

G2E 120-CR21 -01
R2E 120-AR21 -05
G2E 133-DN77 -01
R2E 133-AN77 -01

Motor

M2E 068-BF

M2E 068-BF

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 275 2200 83 0,37 2,0/ 450 64 0 70 1,9
230 60 255 2050 100 0,45 2,0/ 450 63 0 60 1,2
230 50 245 2150 88 0,39 2,0/ 450 65 0 60 1,9
230 60 235 2100 110 0,49 2,0/ 450 65 0 50 1,6
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Nominal data

subject to alterations

62

Characteristics
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A B C D F G H I O a b c f

110 94 98 82 77 6 95 99 110
120 62 85,0 96

--- --- --- --- 59 --- 112 81 140
133 46 68,5 108

Dimensions
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Type

G2E 120-CR21 -01
R2E 120-AR21 -05
G2E 133-DN77 -01
R2E 133-AN77 -01

Inlet ring
S. 341

Scroll dimensions
S. 54

Guard grille
S. 343

Terminal box
S. 358

Capacitor
S. 356 f.
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G2E 133-DN:
Cable exit lateral,
no flange
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