
AC centrifugal blowers and fans
single inlet, Ø 140

- Material: scroll housing made of die-cast aluminium, impeller made of galvanised sheet 
steel

ebm-papst · Mulfingen

Type

G2E 140-AE77 -01
R2E 140-AE77 -05
G2E 140-AL40 -01
R2E 140-AL40 -05
G2E 140-AI28 -01
R2E 140-AI28 -05

Motor

M2E 068-BF

M2E 068-CF

M2E 068-DF

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 370 1400 105 0,46 2,0/ 450 59 0 40 2,6
230 60 335 1500 115 0,51 2,0/ 450 57 50 45 1,2
230 50 385 1650 135 0,60 2,0/ 400 63 0 55 3,0
230 60 305 1700 145 0,64 2,0/ 400 60 100 40 1,7
230 50 485 2400 160 0,70 4,0/ 400 72 0 70 2,6
230 60 480 2350 205 0,90 4,0/ 400 71 0 45 2,1

Ch
ar

ac
te

ris
tic

Vo
lta

ge

Fr
eq

ue
nc

y

Ai
r f

lo
w

Sp
ee

d/
rp

m

Po
w

er
 in

pu
t

Cu
rr

en
t d

ra
w

Ca
pa

ci
to

r

No
is

e 
le

ve
l

M
in

.b
ac

k 
pr

es
su

re

Pe
rm

.a
m

b.
te

m
p.

M
as

s

Nominal data

subject to alterations

64

Characteristics Characteristics
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Type

G2E 140-AE77 -01
R2E 140-AE77 -05
G2E 140-AL40 -01
R2E 140-AL40 -05
G2E 140-AI28 -01
R2E 140-AI28 -05

Inlet ring
S. 341

Scroll dimensions
S. 54

Air filter
S. 358

Guard grille
S. 343

Terminal box
S. 358

Capacitor
S. 356 f.
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AC centrifugal blowers
single inlet, Ø 140

- Material: scroll housing and impeller made of heat-resistant plastic

ebm-papst · Mulfingen

Type Motor

M2E 068-BF

VAC Hz m3/h min-1 W A µF/VDB dB(A) Pa °C kg

230 50 370 1650 105 0,46 2,0/ 400 59 0 55
230 60 315 1700 115 0,51 2,0/ 400 57 50 40
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Characteristics
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Terminal box
S. 358

Capacitor
S. 356 f.
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