AC centrifugal blowers and fans
single inlet, @ 180

- Material: scroll housing made of die-cast aluminium, impeller made of galvanised sheet
steel

ebm-papst - Mulfingen
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Nominal data S =2 e = %) £ 3 S = = & =
230 50 760 1950 400 1,75 8,0/400 73 0 40
G2E 180-EH03 -01 M2EO74-El @ 535 s 630 2150 415 182 80/400 71 250 40 OB
G4E 180-ABO1 -01 M4EOGB-DF @ 230 50 575 1250 110 0,49 3,0/450 65 0 55 37
R4E 180-AB01 -05 230 60 594 1300 145 0,64 3,0/450 65 0 45 1,7
subject to alterations
n P;
[min7] W]
(ON 1] 2290 335
® 0 2600 255
® 0 1300 105
® 0 1385 92
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AC centrifugal

AC axial

EC axial EC centrifugal
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AC centrifugal blowers and fans
single inlet, @ 180

- Material: scroll housing and impeller made of galvanised sheet steel

ebm-papst - Mulfingen

Min. back pressure
Perm. amb. temp.

Speed/rpm
Power input
Current draw
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Voltage
Frequency
Air flow
Capacitor
Noise level

Nominal data

G4D 180-FF20 -01 M4DO74-DF  » 230/400 50 1010 1330 175 0,39 67 0 60 6,4
R4D 180-AF20 -05 230/400 60 1090 1440 240 043 69 0 55 3,2
230/400 50 1110 1290 195 0,40 69 0 60
G4D 180-GF20 -01° M4DO74-DF @ Sap00 60 1180 1370 265 047  — 70 0o 45 64
G4E 180-FS11 -01 M4E074DF @ 230 50 965 1220 160 0,71 4,0/400 66 0 60 6,4
R4E 180-AS11 -05 230 60 935 1200 197 0,87 4,0/400 65 0 40 3,2
230 50 1030 1130 180 0,80 4,0/400 66 0 45
GAE 180-GS11 -01°  M4EO74-DF = ® 53 g 910 1170 200 088 40/400 64 50 35 04
subject to alterations ™ Data collected via exhaust duct of 1 m length serving as diffuser
n P n P;
[min] Wi [minT] w1
(ON 1] 1360 160 ® 0 1280 142
® 0 1410 120 ® 0 1375 112
@ 0 1360 163 ON(1] 1210 160
® 0 1420 105 ® 0 1340 123
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AC centrifugal

AC axial

Dimensions

G4D 180-FF20 -01 188 168 134 90
R4D 180-AF20 -05

G4D 180-GF20 -01 278 258 224 180

G4E 180-FS11 -01 188 168 134 90
R4E 180-AS11 -05
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