B DC radial blower with electronically Spiral housing and blower wheel of
commutated external rotor motor. fibreglass reinforced plastic.
Fully integrated commutation elec- Housing base of galvanised steel
tronics. plate.

B With electronic protection against Radial air exhaust through housing

reverse polarity, blocking and over-
loading by PTC-resistor; partially
impedance protected.

port.
Electrical connection via 2 leads
AWG 22, TR 64. Stripped and

tinned ends.
B Mass 730 g.
180x180 x40 mm
&
(] o’é QO_,Q’
Q@Q & AQ’Q) 9« oe’b Q® o
L N &£ O S R \;\‘Zf Q@
& R & o< o & N & & o O NS
® & & @ & LT ¢ 3 & FR & ¢ e "
R E FP & & Ly v 5 S o
ms3/h CFM VvV DC vV DC bels o/m Watt min-! °C Hours Hours Page
60 35.3 12 7..15 4.8 ] 2.0 1750 -30..+75 70000/30000 1 RG125-19/12NM
87.5 51.5 12 7..15 5.8 ] 5.0 2550 -30...+475 62500/27500 2 RG125-19/12N 61/68
60 353 24 12...28 4.8 2.0 1750 -30..+75 70000/30000 1 RG125-19/14NM
87.5 51.5 24 12...28 5.8 ] 5.0 2550 -30...+75 62500/27500 2 RG125-19/14N 59/61/63/68
87.5 51.5 48 36...56 5.8 ] 5.0 2550 -30...+475 62500/27500 2 RG125-19/18N 59/68
@ 48V Type: flat pin 6.3 x 0.8 for grounding wire.
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